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Item specifics

Brand Cheap Electronics Shop

Type Amiga Boot Selector

EAN 0717526186698

Seller's description

See full description

Computers/Tablets & Networking Vintage Computing Vintage Parts & Accessories
Computers/Tablets & Networking Vintage Computing Vintage Computers & Mainframes

Item: 284091869260

New Premium Boot Selector DF0 DF1
Signal SEL0 from SEL1 Amiga 500
GBA1000
electronics_value_shop (4699)

Item Condition New

Sale Date Jan 10, 2021

Quantity 1

Price GBP 12.99 (approx $18.16)

See order details

eBay Money Back Guarantee
Get the item you ordered or your money back

https://vi.raptor.ebaydesc.com/ws/eBayISAPI.dll?ViewItemDescV4&item=284091869260&category=175690&pm=1&ds=0&t=1614484160425&cspheader=1&versionid=3355809828018
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Listing images

Boot Selector DF0/DF1 DF1/DF0 Signal SEL0 from SEL1 Amiga 500
 
New better version with golden PINs and now compatible even with GBA1000.
 
This device can change your floppy drive from DF0 to DF1 and opposite. By switch the button you
can change your internal DF0 into DF1 or you can change your external floppy drive (also Gotek
HxC, Gotek Cortex, HxC made by Lotharek) into DF0 and you can boot from your external drive
without any problem.
 
The best option for Gotek and HxC owners who wants to boot games normally from DF1 external,
additional floppy drive. Please note you can switch only if Amiga is off.
 
How to install:
1.) Switch off your Amiga.
2.) Remove CSG module (based near floppy cable)
3.) Put boot selector into CSG module socket
4.) Put CSG module on top of the boot selector
5.) Connect switch on/off to boot selector (included)
 
Switcher should be installed on the right side golden PINs (please see photo) and does not mattter
which way you will connect it. It will work anyway. 
 
You can use this item on 2 different ways - with switcher (included) or without switcher using
jumpers for permanently settings (included).
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